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(Ø6 x 16 Hex-Flange for 1.6mm Material)

POWER GENERATORS

ADVANCED DESIGN GROUP

SPECIFICATION FOR

óIDEALô FASTENER

Ideally the fastener 

shouldnôt need additional 

components like 

hexserts, nutserts, 

washers or nuts

1.

For site work, the fastener should be easily 

removable using conventional spanners, screw 

drivers or allen keys, ñNOT SPECIAL TOOLSò

8.

The fastener should be reusable for ease of 

servicing and not effected by additional 

processes like painting

6.

For ease of assembly, the fasteners has to be 

able to deal with misalignment of parts
7.

The fastener should 

resist vibration
5.

The fastener and sheet material should be 

compatible and not pose a galvanic corrosion 

concern

4.

The fastener should be standardised to one 

size as much as possible 
3.

Installation without using 

special equipment
2.

http://www.fgwilson.com/


(Ø3.5 x 6 Pozi-Pan Flange for 0.8mm Material) 

INFORMATION TECHNOLOGY



Fixing 

Point

Fixing Point

Landrover(Ø6 x 12 Hex-Flange for 1.0mm Material)

Cost reduction achieved by removing inserts and 

fixing components directly onto the vehicle body.



BEFORE AFTER



(Ø5 x 12 Pozi-Pan Flange for 1.2mm Material) 

Ford Motor Company ïLear Corp. 

Johnson Security

HIGH SECURITY VEHICLES
(Ø6 x 30 TORX® Pan-Flange for 1.6mm Material)

(Ø6 x 30 TORX® Countersunk for 1.6mm Material)



RACKING SYSTEMS

Carroll & Meynell - (Ø6 x 16 Pozi Flange for 1.6mm Material)

Eliminates 

the use of 

cage nuts

Installation and removal times of blanking plates reduced.

Cage nuts ï4.5 minutes.

HTFS ïunder 1 minute

JMS Transformersï(Ø6 x 16 Hex Flange for 1.6mm Material)

TRANSFORMER BOXES

UK Box - (Ø6 x 12 Hex-Flange for 1.6mm Material)



High Torque screws are 

used to retain the slide in

units into the chassis.

Clear shank to 

allow for captive 

washer and EMC 

gasket to be fitted

(Ø3.5 x 7 Pozi Flange for 0.8mm Material) (Ø6 x 10 Pozi Flange for 1.6mm Material)



Corus Panels & Profiles

(Ø6 x 14 Pozi Hex-Flange for 1.6mm Material)

(Ø6 x 32 Pozi Hex-Flange for 1.0mm Material)

Ø3 x 26 Hex-Recess Screw for 0.6mm Material

FORK LIFT TRUCKS



RangemasterïCOOKERS

(Ø10 x 54 Levelling Foot for 2.0mm Material)

(Ø5 x 16 Shoulder Screw for 0.8mm Material)

Adjusting Foot Oven Liner

PanasonicïMICROWAVE OVENS
(Ø4 x 6 Phillips Pan for 0.6mm Material)

(Ø3 x 6 Phillips Shoulder Screw for 0.6mm Material)

http://www.leisurecp.co.uk/


Leisure Equipment

(Ø4 x 10 Pozi pan for 1.0mm Material)

(Ø5 x 10 Pozi Pan for 1.0mm Material)

GLASS WASHERS

(Ø6 x 15 Pozi Pan for 1.2mm Material)

CATERING EQUIPMENT

(Ø4 x 10 Pozi Pan for

1.0mm Material)

(Ø5 x 10 Pozi Pan for

1.2mm Material)

BAKERY EQUIPMENT


